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Cable types

 

: 

 

A

-

DQ(ZN)2Y 24x12 E9/125 0.35F3.5 + 0.

25H18 LG

 

 

Outer PE

-

jacket

 

nom. thickness  1.5 mm

 

Filled buffer tube with

 

12 singlemode fibers

 

Waterswellable elements

 

(dry core)

 

Dielectric central strength 

 

and anti

-

buckling element

 

A

-

DQ(ZN)2Y 12x12 E9/125 0.35F3.5 + 0.25H18 LG
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DQ(ZN)2Y   6x12 E

9/125 0.35F3.5 + 0.25H18 LG
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Optical and mechanical characteristics of a standard single mode fiber





Mode field diameter (1310 nm) :	9.2 micron ( 0.4 micron


Mode field diameter (1550 nm) :	10.5 micron ( 1.0 micron


Cladding diameter :	125 micron ( 1.0 micron


Mode field concentricity error:	( 0.8 micron


Cladding non circularity :	( 1 %


Refractive index profile :	step


Design :	matched cladding


Effective group index of refraction Neff (at 1310nm):	1.4675


Effective group index of refraction Neff (at 1550nm):	1.4681


Numerical aperture	0.13


Cut off wavelength of cabled fiber :	( 1250 nm 





Attenuation at 1310 nm :	( 0.35  dB/km


Attenuation at 1550 nm :	( 0.24  dB/km


Dispersion in the range 1288 to 1339 nm :	( 3.5 ps/nm x km


Dispersion at 1550 nm :	( 18 ps/nm x km
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A-DQ(ZN)2Y   2x12 E9/125 0.35F3.5 + 0.25H18 LG















Cable types	: 







A-DQ(ZN)2Y 24x12 E9/125 0.35F3.5 + 0.25H18 LG
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Filled buffer tube with



12 singlemode fibers







Waterswellable elements



(dry core)







Dielectric central strength 



and anti-buckling element







A-DQ(ZN)2Y 12x12 E9/125 0.35F3.5 + 0.25H18 LG











A-DQ(ZN)2Y   6x12 E9/125 0.35F3.5 + 0.25H18 LG
















