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   PRODUCT NAME(S) IMPACTED: 5-Port UltraSCSI Hub

   PRODUCT FAMILY(IES):           PRODUCT NUMBERS:

   Storage         _X_                            __DS-DWZZH-05___
   Systems         ___                            ________________
   Networks        ___                            ________________
   PC              ___                            ________________
   Software        ___                            ________________
   Other (specify) ___                            ________________

   PROBLEM STATEMENT: 

     When using a 5-port UltraSCSI Hub (DS-DWZZH-05) SCSI ID 7 cannot
     be used by any SCSI device connected to the hub.
 

   PROBLEM SYMPTOM: 

     At high I/O loads, the device using SCSI ID 7 will  experience 
     SCSI bus errors;  e.g., unexpected Bus Free states.

   SOLUTION: 

     SCSI ID 7 is RESERVED and may not be assigned to any device
     connected to the 5-port UltraSCSI Hub, in either fair arbitration
     or non fair arbitration mode.  Refer to EK-DWZZH-UG for instructions
     on configuring SCSI ID’s on devices connected to UltraSCSI Hubs.



   ADDITIONAL COMMENTS: 

     Many host bus adapters ship with the default SCSI ID 7.  Ensure that
     the SCSI ID of each device connected to the 5-port UltraSCSI Hub is 
     configured properly before the device is connected to the UltraSCSI 
     Hub.
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