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I/ FLASH MEMORY STRUCTURE 
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
This scheme shows the different layers : 
 
EEPROM parametersEEPROM parameters  : contains all module’s datas: calibration parameters 
radio, ADC, number of IMEI , features etc.. It include also a backup of these datas 
in a mirror field (8Ko) which allows to restore them. 
 
ObjectsObjects   ::  contains structured datas used by firmware. For example : Phonebook, 
SMS… 
 
Open ATOpen AT  : reserved for customer applications using Open AT which based only 
since Q23xxA technology.  
 
F i rmware  S tackF i rmware  S tack  : collect loaded softwares (L1C, RTK, GSM stack , GPRS, AT, 
MMI, etc). 
 
Dwl .dDwl .dwlwl  : downloader : This file verify the  firmware stack checksum. 
  
 

  
  
  
  
  
  
  
  
  
  

Eeprom parameters 

Objects 

Open AT 

Firmware Stack 

Downloader 

RF parameters, IMEI, 
configuration 

Structured Data Phonebook... 

Customer Embedded Firmware 

GSM,GPRS Stack Wavecom 
software 

Run completely independently 
from the stack : 
-At module reset, the stack is 
corrupted 
-The module is set in download 
mode 

X4xx.yyy.dwl 

Vxxdwl.dwl 
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II/ XModem download interface 
 

I I .1 /I I .1 /   Download protocolDownload protocol   

The applicable protocol for firmware downloading is XModem (XModem128-CHKS 
or XModem 1K-CHKS ). This allows almost any data terminal to download a file 
into the WISMO. 
The actual version uses only 128 bytes packets with a checksum. 
The very next generation will be 1Kbytes (1024) packets compliant allowing 
increased velocity (XMODEM 1K). Just note that the hardwarehardware  f low cont ro lf low cont ro l  i s  i s  
ob l iga to ryob l iga to ry (RTSRTS  and CTSCTS  signals) s ince XModem 1K protoco ls ince XModem 1K protoco l . 
The XModem 1K-CHKS is supported with V1.13 downloader version. 
 

I I .2 /I I .2 /   Download procedure and V24 recommendat ionDownload procedure and V24 recommendat ion   

I I .2 .1 /I I .2 .1 /   Connect ionConnect ion  

 
First connectconnect  the module and the terminal using the r ight  datathe r ight  data  cab le   cab le  
(RS232 compat ib le  :(RS232 compat ib le  :  this cable is contained in the demo board packaging) . 
The compulsory signals are:  
- TX : Transmit Data 
- RX : Receive Data 
- GND : ground 

ð It is also strongly recommended to use the following signal: 
- RTS : Request To send 
- CTS : Clear To Send     
 

ð the other RS232 signals are optional. 
 

I I .2 .2 /I I .2 .2 /   Te rmina l  conf igura t ionTermina l  conf igura t ion   

 
We take as example the HyperTerminal from Windows 
Global properties of the HyperTerminal program: 
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I I .2 .3 /I I .2 .3 /   G loba l  behav iourGloba l  behav iour   

 
Trough a HyperTerminal window, the user is able to send data to the WISMO by 
sending the character “A” (uppercase) until it is echoed by the WISMO. 
 
Send the AT command “AT+WDWL” “AT+WDWL” to switch the WISMO on download mode.  
 
The module sends “+WDWL :  0  ”  :  “+WDWL :  0  ”  :  to inform that it turns in download mode.  
 
Start sending files using XModem protocol to the WISMO. 
 
Notice that the XModem protocol specifies that the receiver initiates the 
communication by sending a character. The user may not see this character, 
because it is a control character. If the transmitter is not ready, a new start 
character is repeated by the module every second. 
 
At the end of the file transmission, the user can start sending a new file, using the 
same process without perform a hardware reset. 
 
When there is no more file to be downloaded, the user exits the download mode by 
sending the AT command “AT+CFUN=1 ” .“AT+CFUN=1 ” .   
  
The user receives “ O K ”“ O K ”  if the speed and format configuration that are set in 
EEPROM are the same that the one used for download. 
 
WARNING:WARNING:  in the general case the EEPROM settings saved in the modules before 
the download will be overwritten thus, among other things.  
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III/ Download procedure 

I I I .1/I I I .1/   Introduct ionIntroduct ion   

For a software version you’ve got two files. 
For example, if you want to upgrade a Quik Q2406B with 640_09gg.v10, you have 
at your disposal a zip file that contains two dwl files: 
 
X640X640 -- Q2406B.z ipQ2406B.z ip : which contains:  

 
- X640X640 -- Q2406B.dwl  :   Q2406B.dwl  :   which is the new f i rmware   f i rmware  to be 

downloaded 
- Vxx.yydwl .dwl    :    dwl .dwl    :    which is the downloader with its version. 

  
PS :PS :   downloader has only to be downloaded to upgrade the downloader 
In order to know the compatibility between software and downloader you can see 
in annexe a list giving the link between software and downloader version  

I I I .1 .1 /I I I .1 .1 /    Dwl  upgrade Dwl upgrade   

- The dwl .dwldwl .dwl  is the downdown loader  l oader  itself. Before upgrading the 
firmware, you’d better upgrade the downloader. So begin downloading 
the dwl.dwl file, reboot the module and then send the Xyyyy.dwl file from 
your terminal. 

  
- The secured downloader version V1.13 is available since the software 

versions 430a_09gm.2C , 430a_09gm.2C2 and 430a_09gm.3a. 
The feature introduced by this downloader version is to create a local 
copy in RAM of the downloader as long as the last packet is not full 
downloaded. After this operation the new downloader is placed in FLASH 
memory (activated) and the old version is deleted.  

  
- The downloader V1.13, is the same for Q2200A, Q23xx , Q24xx or 

P31XX products. 
Nevertheless the firmware is different.   
=> see  in  ANNEX 2  fo r  more  in fo rmat ions  and examples .=> see  in  ANNEX 2  fo r  more  in fo rmat ions  and examples .  
 
 

I I I .1I I I .1 .2 /.2 /    F i rmware  upgrade F i rmware  upgrade   

- the X640X640 -- Q2406B.dwlQ2406B.dwl  contains the firmware (GSM stack).   
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I I I .2/I I I .2/   How to download the dwl.dwl f i leHow to download the dwl.dwl f i le   

 
WARNING:WARNING:  the  “downloader  download “  i s  a  fussy  operat ion the  “downloader  download “  i s  a  fussy  operat ion   
To know the sof tware  and downloader  vers ion type :To know the sof tware  and downloader  vers ion type :   
  

- ATI3 ( or AT+CGMR)  gives the software version 
- AT+WDWL? gives the downloader version 

ð So with the list in annex, it will be easy to know if the downloader must be 
upgraded or not. 

  

I I I .2 .1 /I I I .2 .1 /    Conf igure the speed of  the module at  the h ighest   Conf igure the speed of  the module at  the h ighest  
baudrate  (115200,  by defau l t  tbaudrate  (115200,  by defau l t  the  WISMO is  conf igured at  he  WISMO is  conf igured at  
9600bps):  9600bps):    

 
AT+IPR=115200 AT+IPR=115200   

  OK  OK   
  

I I I .2 .2 /I I I .2 .2 /    Match the baudrate  on the WISMO and the Termina l   Match the baudrate  on the WISMO and the Termina l  
emulator :  emulator :    

 
Example with HyperTerminal from Windows 

 

 
 
 
 
After clicking on OK you must disconnect and reconnect the communication 
with the HyperTerminal. 
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I I I .2 .3 /I I I .2 .3 /    T ransmiss ion o f  the  dwl .dwl  f i l e   T ransmiss ion o f  the  dwl .dwl  f i l e    

 
 
 
 
When the “dummy” characters appear: click on Trans fe rT rans fe r  (on the 
HyperTerminal) and choose “Send F i le”“Send F i le” , you visualize this window and 
def ine the pathdef ine the path  of the file to download and se lect  XModem protoco lse lect  XModem protoco l : 
 

 
 
 
 
After clicking on “Send”“Send”  button, your file is in the download process. 
At 115200 bps this operation should last about 15sec. 

 

Click on Transfer 
buttom to send a 
file 
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If you want to check if the downloader has been well upgraded: AT+WDWL? gives 
the downloaded version.  
At the end of the download, execute an AT+CFUN=1 AT+CFUN=1 (or hard reset). 
This command is used to leave the download mode properly and restart in 
command mode. 
The “ O K  ”“ O K  ”  may not be received if the used speed on the terminal is not the same 
than the one programmed in the EEPROM. 
Response of the GSM to application:  OK:  OK   
 
 

I I I .3/I I I .3/   How to download the X640.Q2406B.dwl f i le .How to download the X640.Q2406B.dwl f i le .   

I I I .3 .1 /I I I .3 .1 /    P rocess P rocess   

 
This file contains the Firmware. 
The procedure to download this file is exactly the same as for “ the dw  
 
To synthes ize :To synthes ize :   

--   Check the baudrate  :  AT+IPR?Check the baudrate  :  AT+IPR?   
--   Increase the baudrate  (115200bps)  in  case i t  has not  Increase the baudrate  (115200bps)  in  case i t  has not  

be done beforebe done before   
--   Send the f i les  us ing XModem protoco l .Send the f i les  us ing XModem protoco l .   
--   Check  the  sof tware  vers ion:  ATI3  or  AT+CGMRCheck the  sof tware  vers ion:  ATI3  or  AT+CGMR   
--   Reset  the  WISMO module  :  AT+CFUN=1Reset  the  WISMO module  :  AT+CFUN=1 
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IV/ Link between software and downloader versions 
  

SOFTWARESOFTWARE   DOWNLOADERDOWNLOADER   COMMENTSCOMMENTS   

4 0 0 _ m 1 1 b . 5 44 0 0 _ m 1 1 b . 5 4   V1 .01V1 .01   

- Add version number Vxx.xx at the end 
  of interrupt vector (fixed address) 
- Add AT command AT+WDWL?, returning the 
version number 
- Always check link between Boot pin and CTS, 
allowing to download through SPI even when the 
Binary code is correct 
- Change speed, while waiting 'a', each time a 
wrong character is received, until the right speed is 
found. 
- Always reset after download of a downloader, in 
or to avoid e2p parameter format conflicts. 

4 0 1 _ m 1 1 b . 5 54 0 1 _ m 1 1 b . 5 5   V1 .03V1 .03   

- Do not change speed when receiving \n 
- Add length test 
- Modify BOOT_CTS link detection 
- Add +WDWL before version number 

4 0 2 _ m 1 1 b . 5 64 0 2 _ m 1 1 b . 5 6   
4 0 2 a m 1 1 b . 5 64 0 2 a m 1 1 b . 5 6   
4 0 2 b m 1 1 b . 5 64 0 2 b m 1 1 b . 5 6  

V1 .04V1 .04   - Correct E2P crashes of parameters 

4 1 0 _ m 1 1 b . 5 84 1 0 _ m 1 1 b . 5 8   
4 1 0 a m 1 1 b . 5 84 1 0 a m 1 1 b . 5 8  V1 .08V1 .08   

- Change version 
- First version of object download  
- Clear only sectors that need to be cleared 
- Send +WDWL instead of +DWL before starting to 
download 

4 1 1 _ m 1 1 b . 5 94 1 1 _ m 1 1 b . 5 9   
4 1 1 _ a m 1 1 b . 5 94 1 1 _ a m 1 1 b . 5 9   
  
4 2 1 _ 0 9 g m . x x4 2 1 _ 0 9 g m . x x   
 

V1 .09V1 .09   - Set all GPIO to input state : compatible V1.08 

4 3 0 a _ 0 9 g m . x x4 3 0 a _ 0 9 g m . x x   
4 3 0 c _ 0 9 g m . x x4 3 0 c _ 0 9 g m . x x   
4 3 1 _ 0 9 g m . x x4 3 1 _ 0 9 g m . x x   

V1 .13V1 .13   

- Compatible V1.09 
- XMODEM 1K handled 
- Hard/soft matching 
- Downloader mode selection by DSR pin & 
Boot_pin    bound 
- Handles 4Mbytes Flash Memory and 512 Kbytes   
RAM  

4 3 0 g _ 0 94 3 0 g _ 0 9 gm.xxgm.xx   
  V1 .14V1 .14   

- Compatible V1.13 
- After a AT+WDWL command you can stop 
download procedure by an AT command 

5 3 4 _ 0 9 g m . x x5 3 4 _ 0 9 g m . x x   
5 3 4 a _ 0 9 g m . x x5 3 4 a _ 0 9 g m . x x   
  

V1 .16V1 .16   - Compatible V1.14 

4 3 2 _ 0 9 g m . x x4 3 2 _ 0 9 g m . x x   
4 3 3 _ 0 9 g m . x x4 3 3 _ 0 9 g m . x x   
  

V1 .17V1 .17   
- Compatible V1.14 
- New release of E2P handler for 4Mbytes Flash 



   
   

confidential ©  Page : 12/13 
This document is the sole and exclusive property of WAVECOM. Not to be distributed or divulged 
without prior written agreement. Ce document est la propriété exclusive de WAVECOM. Il ne peut 
être communiqué ou divulgué à des tiers sans son autorisation préalable. 

 

X . 4 0  v e r s i o n sX . 4 0  v e r s i o n s   V1 .19V1 .19   
- Compatible V1.18 
 

 

 
V/ Compatibility between softwares 
 

  
11 --   Download of  Q2200A f i rmware into Q23xx Download of  Q2200A f i rmware into Q23xx 

module:module:   
(  or  Q24xx ,  P31xx…)(  or  Q24xx ,  P31xx…)   

 
 
 
As the window shows, it is impossible to download a “Q2200A software” into a 

the 430_09gm.2c2 version and the V1.13 downloader 
version ) 
Just  3 secondsJust  3 seconds  after the beginning of the download, transfer is stopped and the 
“BAD FILE…” message is displayed (hard / soft matching). 
So , the SW and HW references correspond to the “OneC chip” version (Philips).  
The SW:11X refers to the WISMO2C software , the HW: 12X indication refers to 
the OneC version. (12X for Q23xxA and P31xx based products) 
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22 --   Download of  Q23xxA f i rmware into Q2200A Download of  Q23xxA f i rmware into Q2200A 
module:module:   

  
You can’t download a Q23xxA software into a WISMO Quik Q2200A. 
You will have the inversed scenario : ***  BAD F ILE  (SW:12X ***  BAD F ILE  (SW:12X óó  HW:11X)   HW:11X)  
* * ** * *   
Th is  message is  d isp layed only  at  115200bps.This  message is  d isp layed only  at  115200bps.   
  
PS :PS :  you have the  same scenar ios  wi th  Q2403A or  P31xx. . . you have the  same scenar ios  wi th  Q2403A or  P31xx. . .  
 


