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Registration-No.: E815137U-EO  

Certificate Holder: 
 

Wavecom S.A. 
3, esplanade du Foncet 
92442 Issy les Moulineaux Cedex 
France 
 

Product Designation: FASTRACK Supreme 10 and FASTRACK Supreme 20 
(HW: 401;  SW: Open AT® Firmware 6.63) 

Product Description: GSM/GPRS/EGPRS - Wireless CPU (850/900/1800/1900 MHz) 

Product Manufacturer: 
 

Wavecom S.A. 
3, esplanade du Foncet 
92442 Issy les Moulineaux Cedex 
France 

 

Essential requirements Specifications / Standards Submitted documents Result 

EMC     (R&TTE, Article 3.1b) EN 301 489-1 V1.6.1 
EN 301 489-7 V1.3.1 

Test Reports conform 

Radio spectrum  
(R&TTE, Article 3.2) 

EN 301 511 V9.0.2 selection of Test-
cases from 3GPP TS 51.010 V7.2.0 

Test Report conform 
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Product Characteristics: 

Wireless CPU with RS232 (V.24/V28) serial interface 

Operating Frequency  

 

: GSM850; EGSM900; DCS1800; PCS1900  

Note: EGPRS-mode only available for the model            
FASTRACK Supreme 20  

Output Power (EIRP) 
 

: GSM850 : 33 dBm; GSM900 : 33 dBm 
DCS1800: 30 dBm; PCS1900: 30 dBm 
 

Antenna-Access 
 

: SMA-connector for external antenna 

Modulation : GMSK, 8PSK 

Temperature : -20°C - +55°C 

Power Supply 
 

: 13.2 VDC typ. 

 

 

Conformity Details: 
 

Evaluated test reports 

Requirement Standard, test report number, date & laboratory 

EMC EN 301 489-1 V1.6.1 
EN 301 489-7 V1.3.1 

-No.: 2-4299-01-03/06 issued 2006-09-20 by CETECOM ICT Services GmbH 
-No.: EMC_WAVEC_003_07001_489_7 issued 2007-09-06 by CETECOM Inc. 

Radio spectrum EN 301 511 V9.0.2 selection of Testcases from 3GPP TS 51.010 V7.2.0 

-No.: 504/06T02_Rev1.0 issued 2006-10-09 by CETECOM S.a.r.l. 
-No.: F1062_07GT01 issued 2007-09-05 by CETECOM Inc. 
-No.: F1062_07GT03 issued 2007-09-19 by CETECOM Inc. 
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