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VFS226 / Windows NT 4.0 Server with Service Pack 6a / ArcServe 2000 
Supported Configurations 
 

Backup Application 
Computer Associates ArcServe 2000 with Serverless Backup Option 

Tape Devices 
 

Quantum SDLT 220 
Quantum SDLT 320 
Tandberg TDS 1440 

Exabyte 230D 
Exabyte Mammoth I Tape Drive 
Exabyte Mammoth II Tape Drive 
Benchmark DLT-1 Tape Drive 

Qualstar 4222 Library 
HP LTO Tape Drive 

IBM LTO Tape Drive  
 

HBA 

Model Driver BIOS/Firmware Topology Link Speed  
Qlogic QLA2100 7.05.05 1.37 Loop 1GB  
Qlogic QLA2200F 8.0.8 1.76/3.5.02 Loop  1GB  
Qlogic QLA2300 8.1.3 1.04/3.00.14 Loop  1 and 2GB  

SWITCH 
Model Firmware Router Topology Router Link Speed 

Brocade 2800/2400 A2.4.1f Public Loop and Point to Point 1GB 

Brocade 2250/2050 2.2.1 Public Loop and Point to Point 1GB 

Gadzoox Slingshot 4218 G08 Public Loop and Point to Point 1 and 2GB 
McData 3016 1.1 Point to Point only 1GB 
Qlogic SANBox2 3-1.25 Public Loop and Point to Point 1 and 2GB 
Vixel 9200 05.00001.88 Public Loop and Point to Point 1 and 2GB 
Vixel 7200 03.03 00168 Public Loop and Point to Point 1GB 

 
 


	VFS226 / Windows NT 4.0 Server with Service Pack 6a / ArcServe 2000 Supported Configurations
	
	
	
	
	
	Backup Application



	Tape Devices
	HBA
	Model
	Qlogic QLA2100
	Qlogic QLA2200F
	Qlogic QLA2300
	SWITCH

	Model
	Firmware




