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Software Characteristics

Position Update Rate

1 per Second

Basemap

Cities Location POI's

Time to First Fix

Cold - <2 Minutes

Warm - < 1 Minute

Hot - < 15 Seconds

Coverage

Worldwide

Maximum Velocity

1530.5 km/h

Navigations Screens

9 User configurable (Map, 

Compass, Large Data, 

Position, Road, 

Speedometer, Strip 

Compass)

Keys

9 (Nav, Menu, Goto, Power, 

Light, Mark, Esc, Arrow)

Physical Characteristics

Waypoints

500

Size

5.6"H x 2.2"W x 1.3"D

Routes

20

Weight

7 oz.

Track Points

2000

Display Size

2.3" x 1.4"  

Alarms

Proximity, Arrival, Anchor, 

Cross Track Error

Display Resolution

160 x 104

Grids

Lat/Lon, UTM, OSGB, MGRS, 

Finnish, German, Swedish, 

French

Antenna

Quadifiler Helix

Datums

76 Datums plus 1 user-

defined

Backlit Display

Yes

Data in/out

RTCM 104(in)/ NMEA 0183 

V1.5 & 2.1(out)

DGPS Ready

Backlit Keypad

Yes

Languages

English, French, German, 

Swedish, Finnish, Spanish, 

Italian, Portuguese, Dutch

Construction

Rubber Armored Impact 

Resistant Plastic

Special Features

Satellite Status Display

Northfinder with Sun/Moon 

Positions

Electrical Characteristics

Sunrise/Sunset Calculator

Batteries

2 AA

Best Fish & Game Calculator

Battery Life

Up to 14 Hours

Receiver

12 Parallel Channel, WAAS 

Enabled

Ships with

Users Manual, Quick Start 

Guide

Uploadable Memory

1 MB Built-In

User Data Backup

Indefinite - Stored in Non-

volatile Flash Memory

Position Accuracy

Horizontal Accuracy

< 7 meters, 95% 2D RMS

w/WAAS < 3 meters, 95% 

2D RMS

Vertical Accuracy

10 meters RMS

Velocity

0.1 knots RMS

Environmental Characteristics

Waterproof

IEC-529 IPX7, Floats

Operating Temp.

14F to 140F/-10C to 60C

Altitude(operating)

Up to 60,000 ft

SporTrak 

Positioning

SporTrak is a feature rich, fun, and easy to use GPS receiver designed for everyone.  The compact, rugged, waterproof, and ergonomic design makes it the perfect companion on that next outdoor adventure.  The large and easily readable display, along with a front facing 9 key keypad makes it easy to use in any environment.

Included in SporTrak is a worldwide database of major city locations and 1 MB of additional uploadable memory for downloading points of interest from one of the DataSend line of CD-ROM’s.

SporTrak software includes 9 graphic navigation screens, storage for up to 500 waypoints and 20 routes, best fish and game time calculator, and BackTrack for finding your way home after a long trip into the woods.  Add all this to a reliable, WAAS accurate GPS receiver making SporTrak the sportsman’s choice in handheld navigation.

Key Features

· Powerful 12 parallel-channel receiver

· WAAS enabled for up to 3 meter accuracy

· Quadifiler Helix antenna for superior tracking in harsh environments

· Worldwide cities location database

· 1MB of built-in memory for additional Point of Interest downloads

· 9 key keypad on front face for quick and easy access to software features

· Large display for easy map readability

· Rugged, waterproof design that floats

· Full featured software including 7 navigation screens
SporTrak
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Product Description

00-69032-000

Canvas Carrying Case

701259

Vehicle Mounting Bracket

701258

Pedestal Mounting Bracket

701260

Bike Mounting Bracket

730342

PC Data Communications Cable

730343

12V External Power Cable

730345

External Power/Data Cable

730344

External Power/Data Cable w/ Bare Wires

990448

DataSend CD-ROM Americas

990450

DataSend CD-ROM Europe

Specifications

Accessories
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Software Characteristics

Position Update Rate

1 per Second

Basemap

Cities Location POI's

Time to First Fix

Cold - <2 Minutes

Warm - < 1 Minute

Hot - < 15 Seconds

Coverage

Worldwide

Maximum Velocity

1530.5 km/h

Navigations Screens

9 User configurable (Map, 

Compass, Large Data, 

Position, Road, 

Speedometer, Strip 

Compass)

Keys

9 (Nav, Menu, Goto, Power, 

Light, Mark, Esc, Arrow)

Physical Characteristics

Waypoints

500

Size

5.6"H x 2.2"W x 1.3"D

Routes

20

Weight

7 oz.

Track Points

2000

Display Size

2.3" x 1.4"  

Alarms

Proximity, Arrival, Anchor, 

Cross Track Error

Display Resolution

160 x 104

Grids

Lat/Lon, UTM, OSGB, MGRS, 

Finnish, German, Swedish, 

French

Antenna

Quadifiler Helix

Datums

76 Datums plus 1 user-

defined

Backlit Display

Yes

Data in/out

RTCM 104(in)/ NMEA 0183 

V1.5 & 2.1(out)

DGPS Ready

Backlit Keypad

Yes

Languages

English, French, German, 

Swedish, Finnish, Spanish, 

Italian, Portuguese, Dutch

Construction

Rubber Armored Impact 

Resistant Plastic

Special Features

Satellite Status Display

Northfinder with Sun/Moon 

Positions

Electrical Characteristics

Sunrise/Sunset Calculator

Batteries

2 AA

Best Fish & Game Calculator

Battery Life

Up to 14 Hours

Receiver

12 Parallel Channel, WAAS 

Enabled

Ships with

Users Manual, Quick Start 

Guide

Uploadable Memory

1 MB Built-In

User Data Backup

Indefinite - Stored in Non-

volatile Flash Memory

Position Accuracy

Horizontal Accuracy

< 7 meters, 95% 2D RMS

w/WAAS < 3 meters, 95% 

2D RMS

Vertical Accuracy

10 meters RMS

Velocity

0.1 knots RMS

Environmental Characteristics

Waterproof

IEC-529 IPX7, Floats

Operating Temp.

14F to 140F/-10C to 60C

Altitude(operating)

Up to 60,000 ft
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701258

Pedestal Mounting Bracket
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Bike Mounting Bracket

730342

PC Data Communications Cable

730343

12V External Power Cable

730345

External Power/Data Cable

730344

External Power/Data Cable w/ Bare Wires

990448

DataSend CD-ROM Americas

990450

DataSend CD-ROM Europe
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		Operational Characteristics						Software Characteristics

				Position Update Rate		1 per Second				Basemap		Cities Location POI's

				Time to First Fix		Cold - <2 Minutes
Warm - < 1 Minute
Hot - < 15 Seconds				Coverage		Worldwide

				Maximum Velocity		1530.5 km/h				Navigations Screens		9 User configurable (Map, Compass, Large Data, Position, Road, Speedometer, Strip Compass)

										Keys		9 (Nav, Menu, Goto, Power, Light, Mark, Esc, Arrow)

		Physical Characteristics								Waypoints		500

				Size		5.6"H x 2.2"W x 1.3"D				Routes		20

				Weight		7 oz.				Track Points		2000

				Display Size		2.3" x 1.4"				Alarms		Proximity, Arrival, Anchor, Cross Track Error

				Display Resolution		160 x 104				Grids		Lat/Lon, UTM, OSGB, MGRS, Finnish, German, Swedish, French

				Antenna		Quadifiler Helix				Datums		76 Datums plus 1 user-defined

				Backlit Display		Yes				Data in/out		RTCM 104(in)/ NMEA 0183 V1.5 & 2.1(out)
DGPS Ready

				Backlit Keypad		Yes				Languages		English, French, German, Swedish, Finnish, Spanish, Italian, Portuguese, Dutch

				Construction		Rubber Armored Impact Resistant Plastic				Special Features		Satellite Status Display

												Northfinder with Sun/Moon Positions

		Electrical Characteristics										Sunrise/Sunset Calculator

				Batteries		2 AA						Best Fish & Game Calculator

				Battery Life		Up to 14 Hours

				Receiver		12 Parallel Channel, WAAS Enabled		Ships with				Users Manual, Quick Start Guide

				Uploadable Memory		1 MB Built-In

				User Data Backup		Indefinite - Stored in Non-volatile Flash Memory

		Position Accuracy

				Horizontal Accuracy		< 7 meters, 95% 2D RMS
w/WAAS < 3 meters, 95% 2D RMS

				Vertical Accuracy		10 meters RMS

				Velocity		0.1 knots RMS

		Environmental Characteristics

				Waterproof		IEC-529 IPX7, Floats

				Operating Temp.		14F to 140F/-10C to 60C

				Altitude(operating)		Up to 60,000 ft
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		Part Number				Product Description

		00-69032-000				Canvas Carrying Case

		701259				Vehicle Mounting Bracket

		701258				Pedestal Mounting Bracket

		701260				Bike Mounting Bracket

		730342				PC Data Communications Cable

		730343				12V External Power Cable

		730345				External Power/Data Cable

		730344				External Power/Data Cable w/ Bare Wires

		990448				DataSend CD-ROM Americas

		990450				DataSend CD-ROM Europe
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